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Project Description 

The proposed project would widen .55 miles of US 377/Main St. to 

accommodate a continuous center left turn lane from Baker St. to the north 

end of the Truman Harlow Overpass. 
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Why is this project needed? 

ÁThis project focuses on improving the mobility and safety of the general public 

through the addition of a center turn lane throughout the corridor. 

ÁThis half mile of Main St. is the only section of the major highway corridors in 

Brownwood that does not have a center turn lane. 

ÁApproximately 15,000 ð 18,000 vehicles travel this street each day. Traffic is 

projected to increase to more than 28,000 vehicles per day by 2035. Large 

trucks account for approximately 9% of traffic on this street. 

ÁThe lack of a center turn lane reduces mobility and increases the risk of 

collisions. 

ÁThe crash rate on this street is significantly higher than the statewide average. 

ÁMobility:  

ðVehicles waiting to turn left cause all traffic on the inside lanes to come to a 

stop, resulting in delays, traffic backups and increased crash risk. 

ðThe current left turn lanes at the Austin Ave. intersection cannot cope with 

current or future traffic demands. 
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Current traffic conditions  
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Crash history 

ÁMore than 70 crashes have been reported on Main St. between the Truman 

Harlow Overpass and Baker St. since January 1, 2014. 

ÁMany of the crashes involved improper left turns. Many crashes were also 

rear-end collisions. Driver inattention was cited in several crashes. 

ÁFortunately there have been no incapacitating injuries or deaths reported 

during this time. 
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How does Main St. compare to the state average? 

ÁThe 2016 statewide average crash rate for all US highways in urban areas is 

213 crashes per 100 million vehicle miles. 

ÁThe 2016 statewide average crash rate for undivided roadways with four or 

more lanes in urban areas is 377.6 crashes per 100 million vehicle miles. 

ÁThe 2016 crash rate for this section of Main St. is 571.5 crashes per 100 

million vehicle miles. The crash rate has steadily risen from 491 in 2014. 
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Actual crash report diagrams 
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What are the complications and concerns with this proposal? 

ÁImpacts to 

businesses 

ÁImpacts to 

residences 
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ÁImpacts to churches 

ÁImpacts to historic 

buildings 
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Right of way acquisition options 
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